
28080
ENERGY SAVING EC AXIAL FAN

190VAC to 265VAC 
Energy Saving EC Fan 

Input Voltage...............A rated voltage range of 190VAC~265VAC(50/60Hz)  

Operating temperature -30°C~70°C (Non-condensing)Temperature Range....
Dielectric Strength.......50/60Hz 3000 VAC 1min (Between input terminal and frame)

General Specifica�ons
Frame Size......................280mm x 280mm x 50mm  7 blades  
Material..........................Frame: Diecast Aluminium, Impeller:Plastic (UL94V-0)

Motor Protection.......... Electronically Protected
Lead Wire: UL1007AWG#20 or Terminal Block

Ball Bearing 50,000hrs at 40°C (approximately 6 years) Expected life...............
RD ASFan Specials................ FG IP54PWM

Storage temperature -40°C~70°C (Non-condensing)   

 

Specifications

Dimensions (Unit:mm) PQ Curve (At rated Voltage)
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28080
ENERGY SAVING EC AXIAL FAN

190VAC to 265VAC 
Energy Saving EC Fan 

Electrical Connec�on Diagram

Open Collector Output
Recommenda�on to connect an External
pull-up resistor of 10K or more to VCC 
terminal
Vrd = 30VDC(Max)       R ≥ VFg
Ic = 10mA(Max)       VCE(sat) = 1.0V(Max)

PWM Control

FG Signal
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Terminal Block
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A - LIVE LINE (VAC) (BROWN)
B - NEUTRAL LINE (VAC) (BLUE)
C - PROTECTIVE EARTH (GREEN/YELLOW)
D - +10VDC (OUTPUT) (RED)
E - 0~10VDC CONTROL INPUT/PWM (YELLOW)
F - GROUND (BLUE)
G - TACHO OUTPUT (WHITE)
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